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Introduction

¸ IP Surveillance Overview

¸ Advantage of PLANET ôs Solution

¸ IP Surveillance System

¸ Applications

¸ Product Features
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IP Surveillance Overview

¸ IP Surveillance v.s. Traditional CCTV system

System

Feature
IP Surveillance Traditional CCTV

Architecture
V Open standards

V Flexible deployment

¸ Closed system

¸ Proprietary SW/HW

Video display
V Real - time delivery

V High -quality image

¸ Image Processing needed

¸ Image quality degradation

Accessibility
V Remote control

V Mobility
¸ N/A

Interoperability V High ¸ Low

Maintenance V IT standard ¸ Profession required

Deployment cost V Low ¸ High
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PLANET Advantages

Â Central Management Software

Å Easy management from entry level 
to high end models 

Â High extensible solution

Â Remote control and access

Â Low - cost maintenance

Â Flexible integration with 
existing CCTV
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IP Surveillance System
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Real - Time Surveillance

Comply with existing wired 

and wireless environment

Apply with 2-way audio 

for communication

Support 3GPP for 3G 

cell-phone application

Apply with 2-way audio 

for communication
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Management Software

Cam Viewer - A professional central management software for  

handling all the IP cameras at the same time.

Supports up to 

64 channel

Exit / Minimize

PTZ Controller

Information Window:

ÅDate

Å Time 

Å Free HDD space

ÅCPU Temperature

Å FAN Speed 

ÅCustomized Text

Screen Division

Start / Play Back / Schedule 

/ Guard / Config
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Management Software

Cam Viewer - A professional central management software for  

handling all the IP cameras at the same time.

Part no. Description

CVP - 16 16 - Channel Cam Viewer Pro

CVP - 32 32 - Channel Cam Viewer Pro

CVP - 64 64 - Channel Cam Viewer Pro

Cam Viewer Lite Free bundle with IP Camera package

Cam Viewer Pro 
Trial Version

64 - Channel Cam Viewer Pro 30 days trial version, 
free bundle with IP Camera package
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Benefit of 2 - Way Audio

Å With 2 - Way audio function, IP camera becomes a bridge that 
helps users to talk to other people. 

Å Via two IP cameras, users can easily communicate to each 
other no mater for a international meeting or a personal chat. 

Video Conference
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Benefit of 3GPP

For mobile user, 3GPP provides the most convenient way of 
monitoring their offices and houses. 

Mobile Surveillance
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Benefit of Multi - Profile

Å Allows the different users to login with different settings. 

Å Depend on different login environments, users can select the 
profile that will fit to their bandwidth to login and get the best 

quality vision.

MPEG - 4, QQVGA

MPEG - 4, QVGA

MPEG - 4, VGA
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¸ Printing and image/video export of evidence

¸ Complete system and event log database

¸ Enables manual control, preset and patrol of 
PTZ and dome camera

¸ Enable I/O connection on cameras

¸ Remote access from windows application or 
web browser

¸ Lite and Professional version, fit to different 
usersô requests

CMS General Features
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GermanFrench Spanish

DanishPortuguese Italian

Multi - Language

Support languages - English, Japanese, French, German, Spanish, 

Portuguese, Italian, Greek, Russian, Danish, 

Traditional Chinese, Simple Chinese, Thai and Korean



www.planet.com.tw

14 /48Vaġ partner v Sloveniji: Bona Dea d.o.o., Ġmartinska cesta 130, 1000 Ljubljana T.01.549-1915 www.laninwan.com

ÅProvide a various display feasibility

ÅPerform different tasks at the same 
time

Dual Monitor Display

View live video and playback simultaneously

Monitor A Monitor B
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Smart Guard Functions

Å The intelligent system detects 6 different events

Å 6 different reactions can be triggered

Missing Object   

General Motion   

Camera Occlusion Lose Focus

Foreign Object   

Embedded Smart Guard System helps to handle unusual events 
and instant notification actions

Signal Lost
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Comprehensive Recording

ÅMost Friendly user interface

ÅRecord continuously or motion 
recording

ÅResolution, fps, and quality 
can be adjusted at each 
independent 

Configure Camera 3 with 2 
different settings at 2 different 
time frame

Configure Camera 1 with 3 
different settings at 3 different  
time frame

GUI interface to setup recording schedule without limitation
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Multi Functional Playback

Å Preview before start playback

Å Make video clips in the 
playbacks as evidences

Å Multi - channel playback 
available

Intelligent search

ÅGeneral motion search

ÅMissing object search

Å Foreign object search

Å Lose focus search

ÅCamera occlusion search

Å Search mode playback 
supports 5 intelligent  
search

Enhanced Playback system enables search the files by 
event or notification actions
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Playback Video Enhancement

Å 5 filters to enhance the video quality

Before Adjust

After Adjust

When playback, the embedded video enhancement tools improve 

image clarity in poor visibility conditions.

ü Visibility

ü Sharpen

ü Brightness

ü Contract

ü Grey Scale
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Counting Application

Adjustable 
Detecting Area

Auto counting the in/out objects in special area

Counting result will be 
displayed in log and 
curve diagram



www.planet.com.tw

20 /48Vaġ partner v Sloveniji: Bona Dea d.o.o., Ġmartinska cesta 130, 1000 Ljubljana T.01.549-1915 www.laninwan.com

Features Cam Viewer

Software Version Cam Viewer Lite (bundle kit) Cam Viewer Professional

IP Camera Input 32 16 / 32 / 64

Dual Monitor - V

Recording Schedule Motion Recording Motion Recording

Smart Guard - V

Config Settings

General V V

Camera V V

I/O Device V V

PTZ Config V V

Hotline - V

User Account V V

Address Book - V

Log Viewer Unusual event; System log; 
Unusual event; System log; 

Counting application

Monitor Display
Secondary monitor setting not 

included
V
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Features Cam Viewer

Software Version Cam Viewer Lite (bundle kit) Cam Viewer Professional

Counting Application - 2 way counting

Backup CDROM; Hard Disk CDROM; Hard Disk

Live Streaming Server Unlimited Unlimited

Remote Playback Server - Unlimited

Concurrent Playback 
Channel

1 16

Counting Application - V

Smart Search General Motion

General Motion
Missing Object
Foreign Object
Lose Focus
Camera Occlusion

Video Enhancement Visibility; Sharpen; Brightness; Contract; Grey Scale

Save Video / Image AVI / BMP; JPG

Backup CDROM; Hard Disk

Remote Live Viewer 1 Channel 16 Channel

PTZ Control V V

Operating Interface Multi -Language Multi -Language
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Software Comparison

Software
PLANET

Cam Viewer Pro
Axis

Camera Station

Camera Channel 64 25

Compression Format MPEG4 / MJPEG MPEG4 / MJPEG

Support 2 way audio V V

Dual monitor V -

IO control V -

Playback Mode
Play, Stop, Pause, Zoom in/out ,

Fast forward (1/16x ~ 16x), 
Play, Stop, Pause,

Fast forward 

Concurrent Playback 
Channel

16 4

Video Enhancement 
Visibility, Sharpeness, 

Brightness, Contract, Grey Scale
-

Each User can apply on 
different function and 
different camera

V -

Remote Playback Viewer Support 16 channels Support 4 channels

Multiple Language 15 Languages support 5 Languages support
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Software Comparison

Software
PLANET

Cam Viewer Pro
Axis

Camera Station

Recording

Record by Event/Alarm V -

Record by I/O Trigger V V

Record by Schedule V V

Record by Motion V V

Analytics Event

General motion V V

Missing object V -

Foreign object V -

Camera Occlusion V -

Signal Lost V -

Lose focus V -

Counting Application V -

Analysis on Counting 
Application

V -
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Software Comparison

Software
PLANET

Cam Viewer Pro
Milestone

XProtect Professional

Camera Channel 64 36

Dual Monitor V -

Concurrent Playback 
Channel

16 9

Archiving of Recordings Auto recycling once per hour Once Daily

Web Playback View 16 Channel 1 Channel

Web Live View 16 Channel 4 Channel

Supported Camera 
Technology

MPEG-4 / M -JPEG MPEG-4 / M -JPEG

Remote Access MPEG - 4 / M - JPEG M-JPEG

Viewing of Cameras from 
Multiple Server

V -

Motion Search V V

I/O Control V V
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Full Line Camera Supported

CCD IP CameraInternet Video Server

Analog Camera

with
CAM Viewer

CMOS IP Camera

Dome IP Camera
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Enterprise Application 

¸ An integrated digital security system 
forms from several surveillance 
systems

¸ Compatible with variety of network 
interface (Gigabit Ethernet, PoE, 
Wireless and Power - Line) to full fit 
each monitor environment

¸ Protect the international company 
with least loading

¸ Save the most of human resource 
with a powerful central management 
software

¸ Solve any situation immediately
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SMB Application 

¸ Provide clear image to 
show whatôs happening

¸ Prevent property lost

¸ Avoid the violence or 
hooliganism event

¸ Help the supervisor 
efficiently manage the 
office operation

¸ Give enough time to react 
or make a correct decision
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Transportation Application 

¸ Nationwide transportation status monitoring

¸ Provides the real-time and clear image

¸ Delivery of high quality image without delay
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Product Features
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CMOS IP Camera

Model

Features

ICA - 107 ICA - 107P ICA - 107W ICA - 108 ICA - 108W ICA - 151

Networking 
Interface

10/100Mbps 10/100Mbps 10/100Mbps 10/100Mbps 10/100Mbps 10/100Mbps

Wireless 
Interface

- - IEEE 802.11g - IEEE 802.11g -

PoE Interface - IEEE 802.3af - - - -

Max resolution 640*480 (30fps) 640*480 (30fps) 640*480 (30fps) 640*480 (30fps) 640*480 (30fps) 640*480 (30fps)

Lens 3.6 mm / f:2.0 3.6 mm / f:2.0 3.6 mm / f:2.0 3.3 mm / f:2.8 3.3 mm / f:2.8 2.8 mm / f:1.8

Image 
Compression

M-JPEG M-JPEG M-JPEG
MPEG-4
M-JPEG 

MPEG-4
M-JPEG 

MPEG-4
M-JPEG 

Sensibility (Lux) 1.9Lux 1.9Lux 1.9Lux 1.5Lux 1.5Lux 1.5Lux

IR Distance - - - 10 meter 10 meter -

Microphone - - - Built - in Built - in Built - in

2 - way Audio - - - V V V

Digital Zoom - - - V V 4x

3GPP - - - V V V

Multi - Profile - - - V V V



www.planet.com.tw

32 /48Vaġ partner v Sloveniji: Bona Dea d.o.o., Ġmartinska cesta 130, 1000 Ljubljana T.01.549-1915 www.laninwan.com

CCD IP Camera

Model

Features

ICA - 310 ICA - 312 ICA - 350

Sensor 1/3" Sony CCD 1/3" Sony CCD 1/3" Sony CCD

Horizontal Resolution 420 TVL 420 TVL 420 TVL

Image Compression MPEG-4 / M -JPEG MPEG-4 / M -JPEG MPEG-4 / M -JPEG

Max resolution 640*480 (30fps) 640*480 (30fps) 640*480 (30fps)

Lens 6.0 mm, f: 2.0 6.0 mm, f: 2.0 6.0 mm, f: 2.0

Sensibility (Lux) 0.1 Lux 0.1 Lux 0.1 Lux

IR Distance 30 meter 25 meter 30 meter

3GPP V V V

Multi - Profile V V V

Heater/ Fan - - V

PoE Interface IEEE 802.3af - -

RS- 485 V - V

Max user simultaneous 10 10 10

Digital Zoom V V V

Video Out V V V

Water Proof IP-66 IP-66 IP-66
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Model

Features

ICA - 700 ICA - 750

Sensor 1/3" Sharp CCD 1/3" Sony CCD

Horizontal Resolution 420 TVL 520TVL

Image Compression MPEG - 4 / M - JPEG MPEG - 4 / M - JPEG

Max resolution 702*480 (30fps) 640*480 (30fps)

Lens 6.0 mm, f: 2.0 6 mm, f: 1.6

Sensibility (Lux) 0.1 Lux 0.5 Lux

2 - Way Audio V V

Built - in Microphone - V

3GPP V V

Multi - Profile V V

ICR - V

Digital Zoom - 4x

PoE Interface IEEE 802.3af IEEE 802.3af

RS- 485 - V

DI/DO - DI x 2 / DO x 2

Box IP Camera
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Dome IP Camera

Model

Features

ICA - 510 ICA - 525 ICA - 530

Sensor 1/3" Sharp CCD 1/3" Sony CCD 1/3" Sony CCD

Horizontal Resolution 420 TVL 480 TVL 420 TVL

Image Compression MPEG-4 / M -JPEG MPEG-4 / M -JPEG MPEG-4 / M -JPEG

Max resolution 702*480 (30fps) 640*480 (30fps) 640*480 (30fps)

Lens 6.0 mm, f: 2.0 3.7 -12mm 6.0 mm, f: 2.0

Sensibility (Lux) 0.1 Lux 0.3 Lux 0.1 Lux

IR Distance - 20 meter 15 meter

3GPP V V V

Multi - Profile V V V

IR - Cut Filter - V V

Digital Zoom - V V

PoE Interface IEEE 802.3af - -

RS- 485 - V V

DI/DO - 1 / 1 1 / 1

Video Out V V V

Vandal Resistance - 10 Pound -

Water Proof - IP - 66 -
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Speed Dome IP Camera

Model

Features

ICA - 601 ICA - 651

Camera Type Indoor Outdoor

Sensor 1/4ò Sony CCD 1/4ò Sony CCD(Day/Night Module )

Horizontal Resolution 480 TVL

Image Compression MPEG-4 / M -JPEG

Max resolution 640*480 (30fps)

Lens f = 4.1~73.8mm, F 1.4~3.0

Optical / Digital zoom 22x  / 10x

Sensibility (Lux) 1Lux 0.001Lux

Audio Supported 2-way Audio

Max user simultaneous 10

Pan / Tilt 360 degrees / 0 ~ 90 degrees

3GPP V

Multi - Profile V

Heater/ Fan - V

RS- 485 V

Digital I/O DI x 1,  DO x 1

Video Out V

Water Proof IP-66
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Model

Features

IVS - 110

Input Channel 1 - Channel

Image compression M- JPEG,  MPEG - 4

Audio Supported 2 - Way Audio

3GPP Protocol V

Max. Resolution
640*480

30fps

Digital I/O DI x 1,  DO x 1

PoE Interface IEEE 802.3af

Power Output Port DC 12V, 400mA

RS- 485 V

Internet Video Server
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Digital Video Recorder

*Triplex: Viewing, Playback, and Network monitoring simultaneously

Model

Features

DVR - 460 DVR - 860 DVR - 470 DVR - 1670

Product Type Triplex* Digital Video Recorder

compression MPEG-4 H.264

Camera Input 4 8 4 16

Total frame rate
PAL 100FPS

NTSC 120FPS
PAL 200FPS

NTSC 240FPS
PAL 100FPS

NTSC 120FPS
PAL 200FPS

NTSC 240FPS

VGA Output - - V V

I/O support 4 in / 1 out 4 in / 2 out 4 in / 2 out 16 in / 4 out

Audio 1 in / 1 out 4 in / 2 out 4 in / 1 out 4 in / 1 out

HDD Support 1 2 4 4

CD- RW/DVD - RW - IDE IDE/USB IDE/USB

Privacy Mask - - V V

File Format
FAT32

(Proprietary)
FAT32

(Proprietary)
FAT32

(Windows Compatible)
FAT32

(Windows Compatible)

Motion Detection 4 area 4 area Unlimited Unlimited

Digital Zoom 2x 2x - -

Multi - Language V V - -
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Features ICA - 107 Serial

Internet Camera  ICA - 107 / ICA - 107P

WLAN Internet Camera ICA - 107W

ü Supports M - JPEG video compression 

ü High quality 1/4 òCMOS image sensor 

ü Pre - recording for motion triggered

ü Remote Control via Internet Explorer

ü UPnP and DDNS

ü Manual Focus Lens

ü Supports PoE (ICA - 107P) and Wireless (ICA - 107W)

ICA - 107 / ICA - 107W
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Internet Camera ICA - 108
WLAN Internet Camera ICA - 108W

ü Supports MPEG - 4 / M - JPEG dual video compression 

ü Provides 6 high - light IR LEDs for 0 Lux operation  
with 10 meters distance

ü High quality 1/4 òCMOS image sensor 

ü Supports Multi - Profile Video

ü Compliant with 3GPP protocol

ü Built - in internal microphone

ü Digital Zoom supported

ü Remote - Control via Internet Explorer 

ü 2 - Way Audio supported

ü Wired and Wireless LAN interface

Features ICA - 108 / ICA - 108W

ICA - 108 / ICA - 108W

LAN ResetSpeaker 
Out

Panel in the bottom
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Dual Mode CMOS Internet Camera

ü MPEG - 4 / M - JPEG dual video compression 

ü High quality 1/6 òCMOS image sensor

ü 2 - Way Audio supported

ü Supports motion detection 

ü Compliant with 3GPP protocol

ü Built - in internal microphone

ü 4x Digital Zoom

ü Remote - Control via Internet Explorer 

ü Supports UPnP and DDNS

Features ICA - 151

ICA - 151

AUDIO 

OUT PWR

LAN

Rear panel

Audio Out LANPower

Built - in Microphone

Microphone
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Features ICA - 601

Speed Dome IP Camera

ü 1/4 Sony SuperHAD CCD with 3 levels of  
image compression

ü 22X optical zoom, 10X digital zoom 

ü Supports MPEG - 4 / M - JPEG dual video 
compression

ü Pan coverage 360 degree continuous /                 
tilt coverage 180 degree (electric flip) 

ü 32 camera preset position 

ü Supports Multi - Profile Video

ü DDNS, FTP upload, Pop - up message, Motion 
Detection support

ü Motion Detection for suspicious movement in 
specific area

ü 2 - Way Audio / 3GPP supported

ü DI/DO interface for various alarm trigger

ICA - 601

Connectors

Power In

Video Out

DI/ DO/ RS - 485

Audio In

Audio Out
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Features ICA - 651

Outdoor Speed Dome IP Camera

ü 1/4 Sony SuperHAD CCD with 3 levels of  
image compression

ü Sony Day/Night Zoon Module

ü 22X optical zoom, 10X digital zoom 

ü Supports MPEG - 4 / M - JPEG dual video 
compression

ü IP - 66 weather - proof protection class 

ü Pan coverage 360 degree continuous /             
tilt coverage 180 degree (electric flip) 

ü Built - in auto enabling Heater & Fan

ü 2 - Way Audio / 3GPP supported

ü Supports Multi - Profile Video

ü DI/DO interface for various alarm trigger

ü DDNS, FTP upload, Pop - up message, Motion 
Detection support

ICA - 651

Connectors

Power In

Video Out

DI/ DO/ RS - 485

Audio In

Audio Out
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30 - meter Infrared IP Camera  ICA - 310

25 - meter Infrared IP Camera  ICA - 312

ü 1/3 inch color CCD with 3 levels of  image 
compression

ü Color images in daytime, B/W images in 
total darkness

ü Supports MPEG - 4 / M - JPEG dual video 
compression

ü With AlGainP LED, ICA - 310 performs image 
4 times brighter than ordinary IR LED

ü 3GPP supported

ü Digital Zoom supported

ü I P- 66 weather - proof protection class

ü IEEE802.3af PoE supported (ICA - 310)

ü DDNS, FTP upload, Pop - up message, Motion 
Detection support

Features ICA - 310 / ICA - 312

ICA - 310 (30 - meter IR IP Camera)

LAN
(PoE for ICA - 310)

Connectors   

TV Out

Power In

RS- 485
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30M Outdoor Infrared Internet Camera

ü 30M IR LED distance

ü 1/3ò Sony CCD sensor

ü Color image in daytime, B/W images in total 
darkness

ü Multi - Profile video, MPEG - 4 & M - JPEG video 
compress

ü Simultaneously dual encoders

ü 3GPP mobile phone surveillance

ü Digital zoom supported

ü RS485 for external P/T scanner

ü IP - 66 weather proof with He ater and Fan

Features ICA - 350

ICA - 350

Connectors     

RS- 485

Power In

(for ICA-350)

TV Out

LAN Port

Power In
(for Heater)
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Connectors

LAN Port
( PoE )

Audio Out

TV Out

Audio In

Power In

CCD Dome Internet Camera

ü 1/4ò Sharp CCD sensor

ü Supports Multi - Profile video

ü MPEG - 4 & M - JPEG video compress

ü 2 - Way Audio supported

ü Up to D1 Resolution

ü Compliant with 3GPP protocol

ü Supports IEEE 802.3af PoE interface

Features ICA - 510

ICA - 510
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Features ICA - 525

20M IR Vandal Proof Dome Internet Camera

ü Built - in IR - cut filter

ü 1/4ò Sony CCD sensor

ü Multi - Profile video, MPEG - 4 & M - JPEG video compress

ü 2 - Way Audio supported

ü Supports 4 motion detection area

ü High quality Vari - Focal lens

ü Compliant with 3GPP protocol

ü 20 meter IR distance 

ü Digital Zoom supported

ü 3 - Axis Cradle

ü DI/DO interface for various alarm trigger

ü RS- 485 for external P/T scanner

ü Vandal proof, IP - 66 protection

Connectors

Power In

Video Out

DI/ DO/ RS - 485

Audio In

Audio Out

ICA - 525
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Features ICA - 530

15M IR Dome Internet Camera

ü Built - in IR - cut filter

ü 1/4ò Sony CCD sensor

ü Multi - Profile video, MPEG - 4 & M - JPEG video 
compress

ü 2 - Way Audio supported

ü Supports 4 motion detection area

ü Compliant with 3GPP protocol

ü 15 meter IR distance 

ü Digital Zoom supported

ü 3 - Axis Cradle

ü DI/DO interface for various alarm trigger

ü RS- 485 for external P/T scanner

Connectors

Power In

Video Out

DI/ DO/ RS - 485

Audio In

Audio Out

ICA - 530
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Features ICA - 700

CCD Box Internet Camera

ü 1/4ò Sharp CCD sensor

ü Supports MPEG - 4 / M - JPEG dual video 
compression

ü 2 - Way Audio supported

ü Supports motion detection

ü Up to D1 resolution

ü Compliant with 3GPP protocol

ü PoE (IEEE 802.3af) Supported

Rear Panel Power In

LAN Port ( PoE )

Audio In

Audio Out

Reset
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Dual Mode CCD Box Internet Camera

ü Day/Night Switch with ICR (IR - cut filter removable)

ü 1/4ò Sony CCD sensor

ü Supports MPEG - 4 / M - JPEG dual video compression

ü 2 - Way Audio supported

ü Supports motion detection 

ü Compliant with 3GPP protocol

ü Supports Internal/External Microphone

ü PoE (IEEE 802.3af) Supported

ü 4x Digital Zoom

ü External I/O trigger for various surveillance 
applications

ü RS- 485 for external P/T scanner

Features ICA - 750

ICA - 750

Rear Panel

LAN (PoE)

Reset

PWR DI / DO
Audio

In
Audio

Out

Audio OutAudio InDI / DOPower

LAN (PoE)

Built - in Microphone

Microphone
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Internet Video Server

ü High quality MPEG - 4/M - JPEG compression

ü Real - time video streaming at VGA quality 
(30fps@640 x 480)

ü External camera PAN/Tilt control

ü IEEE 802.3af PoE compliant

ü FTP upload/ trigger mail alerting

ü Screen snapshot

ü Supports Multi - Profile Video

ü 2 - Way Audio / 3GPP supported

ü DI/DO interface for various alarm trigger 

ü RCA voice input to record audio with live image

ü RS- 485 for external P/T scanner

Features IVS - 110

IVS - 110

Audio In

Reset
Power In

Left - hand side Panel

Audio Out

Right - hand side Panel

Video In

LAN Port Power Out

DI/ DO/ RS - 485
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Features DVR - 460 / DVR - 860

Triplex Digital Video recorder

ü Compliant with MPEG - 4 compression

ü Viewing/ Playback/ Network monitoring 
simultaneously

ü Video loop through

ü 4 / 8 concurrent cameras recording

ü Real time display

ü USB interface for machine archiving 

ü Motion detection/  Schedule/ Event /             
Manual recording

ü Multi - Language OSD

ü HDD support over 500GB

ü CD- RW/DVD - RW compatible (DVR - 860)

DVR - 460

DVR - 860

DVR - 460
Rear Panel

4 channels video 
input / Loop

Audio
In / Out

External 
I/O

DVR - 860
Rear Panel

External 
I/O

Audio
In / Out

8 channels video
input / Loop

Disk 
Storage
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Triplex Digital Video recorder

ü High - compress H.264 video compression

ü Viewing/ Playback/ Network monitoring  
simultaneously

ü 4/16 concurrent cameras recording

ü Real time display

ü Analog monitor and VGA output  

ü Motion detection/ Schedule/ Event/                     
Manual recording

ü FAT32 file system. 

ü 16 alarm input and 4 relay output for various 
applications

ü 4 HDDs supported, total size up to 2TB

ü Backup recorded files. Supports USB memory, 
USB HDD, USB CD - R/W, USB DVD - R/W, IDE 
CD- R/W and IDE DVD - R/W. 

Features DVR - 470 / DVR - 1670

DVR - 470/ 1670

DVR - 1670
Rear Panel

16 channels 
video input

4 channels 
audio input

Video loop out

Å RS- 485 for PTZ camera connection 
Å External Alarm detect and alert
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Features Analog Cameras

Model

Features

CAM - DM33 CAM - IR138 CAM - IR338 CAM - IR552 CAM - VP38 CAM - IVP52 CAM - IVP52V

Camera 
Type

Mini Dome IR Camera IR Camera
Long 

Distance 
IR Camera

Vandal -
Proof 
Dome

IR Vandal -
Proof Dome

IR Vandal -
Proof Vari -
Focal Dome

Resolution 330 TVL 380 TVL 380TVL 520 TVL 380 TVL 520 TVL 520 TVL

Sensitivity 0.2 Lux 0.2 Lux 0.1 Lux 0.06 Lux 0.1 Lux 0.06 Lux 0.06 Lux

CCD Sensor
1/4 ò

Sharp

1/3 ò

Sharp
1/3 òSony 1/3 òSony 1/3 òSony 1/3 òSony 1/3 òSony

Lens
3.6mm / 

F2.0
6.0mm / 

F2.0
6.0mm / 

F2.0
8.0mm / 

F2.0
3.6mm / 

F2.0
4.3mm / 

F2.0
3.8~9.5mm 

/ F2.0

IR LEDs -
12

(15 meter)

36

(30 meter)

12

(50 meter)
-

6

(15 meter)

8

(25 meter)

Vandal 
Resistance

- - - - 10 Pound 10 Pound 10 Pound

Water 
Resistance

- IP - 66 IP - 66 IP - 66 IP - 66 IP - 66 IP - 66
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